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Product Information ¢ AC100 e DIN Rail Box for Edge Al ¢ NVIDIA Jetson Xavier NX

Technical Features

General

NVIDIA® Jetson Xavier™ NX based box, for DIN rail mount or wall mount
M.2 NVMe SSD socket

Versatile standard front 1/0 connector suite (DisplayPort, USB, GbE)
Option dual Wi-Fi 6 modules

Option WWAN 4G/5G module

SMA/SMA-RP antenna connectors

Option 4 x PCl Express® x4 MPO/MTP optical cabling ports

Dimensions: 65mm (W) x 140mm (H) x 150mm (D) w/o DIN rail bracket
Metal case, TS35 DIN rail bracket or wall mount plate

Option M12 power connector

Option terminal block power connector

Option desktop power adapter connector

9-57VDC power input operation

Front 170

Dual RJ45 Gigabit Ethernet jacks

3 x USB Type-A receptacles

Dual DisplayPort connectors

Micro SD Card slot

Antenna connectors SMA/SMA-RP (WLAN/WWAN)

Dual slot Micro SIM Card

Up to 4 x MPO/MTP connectors, for 12-fiber PCle® optical cabling

M12-A DC power connector

Option terminal block 3.5mm pitch 4-position screw lock (bottom of box) power input
Option rear power connector (desktop supply 4-pos. circular connector)

System-on-Module

NVIDIA® Jetson Xavier™ NX

Al performance up to 21 TOPS

Volta GPU, 384 CUDA® cores, 48 Tensor cores, max. 1100MHz

Carmel CPU, ARMv8.2, 3x dual-core CPU clusters (six NVIDIA Carmel processor cores), max. 1900 MHz
Memory 8GB LPDDR4 DRAM, 1600MHz

Storage 16GB eMMC 5.1 200 MHz (HS400)

Display controller 2 x DP 1.4 up to 3840x2160 at 60 Hz, video H.265 decode/encode

PCl Express® 1x4, 1x1 (root hub or endpoint device configurable)

Variety of I/0 e.g. USB, Gigabit Ethernet, SD Card slot

10W/15W operating modes
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Product Information ¢ AC100 e DIN Rail Box for Edge Al ¢ NVIDIA Jetson Xavier NX

Technical Features

Additional Features

On-board M.2 SSD socket PCle® x4, up to 2280 size

PCle® packet switch 6x4

Option PCle® optical cabling via 4 x MPO/MTP connectors (Samtec FireFly)
Option master/slave configuration via PCle® optical cabling (star topology)
Option wireless connection (dual M.2 Wi-Fi 6, M.2 WWAN 4G/5Q)

Option custom specific mezzanine board design on request

Power Requirements

DC Input, 9V-57V

Power consumption tbd W max.

Fast acting chip fuse (PCB soldered type - no replacement on-site)

Protected against reverse polarity

ESD protection (TVS)

Common mode input filter

M12-A 5-pin front panel power connector

Option terminal block 3.5mm pitch 4-position screw lock (bottom of box) power input
Option rear power connector (desktop supply 4-pos. circular connector)

Applications

Artificial Intelligence CUDA® based edge computing
Distributed edge computing

PCle® based optical cabling to slave boxes

Data acquisition

Industrial networks - IloT

Cable and wireless networking

Kiosk systems, information panels

Dual 4k display solution, independent operation
Single display or headless applications

Rugged environments, DIN rail or wall mount options
Vehicles, transportation, robotics, surveillance
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Product Information ¢ AC100 e DIN Rail Box for Edge Al ¢ NVIDIA Jetson Xavier NX

Technical Features

Environmental, Regulatory

> Designed & manufactured in Germany

> ISO 9001 certified quality management

> Long term availability

> Rugged solution

> RoHS compliant

> Operating temperature -40°C to +85°C (industrial temperature range)
> Storage temperature -40°C to +85°C, max. gradient 5°C/min

> Humidity 5% ... 95% RH non condensing

> Altitude -300m ... +3000m

> Shock 15g 0.33ms, 6g 6ms

> Vibration 1g 5-2000Hz

> Protection class IP20

> EC Regulations EN55022, EN55024, EN60950-1 (UL60950-1/IEC60950-1)
> MTBF tbd years

all items may be subject to technical changes w/o further notice
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Product Information ¢ AC100 e DIN Rail Box for Edge Al ¢ NVIDIA Jetson Xavier NX

Front View
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Block Diagram
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DisplayPort 1.4

DisplayPort 1.4

SD Card

MicroSDHC

USB3

USB2

GbE

Embedded Blue®

SD CARD
SDIO

Lane 1 - USB3
USB2 (1)

USB2 (2)

MDI
RTL8211FDI
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Simplified Block Diagram
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Samtec FireFly™

MPO/MTP Half Cabl Simplified Block Diagram
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Product Information ¢ AC100 ¢ DIN Rail Box for Edge Al ¢ NVIDIA Jetson Xavier NX

Component Orientation
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Product Information ¢ AC100 e DIN Rail Box for Edge Al ¢ NVIDIA Jetson Xavier NX
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Product Information ¢ AC100 e DIN Rail Box for Edge Al ¢ NVIDIA Jetson Xavier NX

Option M12-A Power Connector

M12-A 5-Position Male 4A/Pin

5 1 +V

g‘ 2 Reserved

S +V=9-57VDC 3 -V (GND)

N 4 Reserved
5 FE (Shield)

Mating Pigtail Cable Assemblies 1.5m
w. Female Straight Plug

EKF 271.10.505.22.015
Phoenix Contact 1669822
Tyco 2273035-1
L || M12-A 5-pos. Straight Female Connector Pigtail Cable \
Contact Layout Schematic diagram
Female

flexible wire brown (+)

™

(SR

D Y )

flexible wire white (N/C)

flexible wire black (N/O)

flexible wire blue (=)

N
O
0}
>

a W >N =

flexible wire green/yellow or gray

M12 Power Cabling 1

—

M12 Pigtail Cable
Phoenix Contact
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Product Information ¢ AC100 ¢ DIN Rail Box for Edge Al ¢ NVIDIA Jetson Xavier NX

Option Terminal Block Power Connector

3.50mm 4-Position Terminal Block

245.35.04.00 1 +V

@@ﬁ 2 -V (GND)
@) © @ +V=9-57VDC ; ey

12 34 4 FE (Shield)

Mating Plugs w. Screw Lock

EKF 245.35.04.20

FCl Amphenol 20020000-C041BO1LF
Molex 39504-0004

Phoenix Contact 1847071

Tyco 284510-4

Option Terminal Block Plug Power Cabling

Warning:
Do not apply over-voltage e.g. 115/230VAC to the power connector, since this will cause a PCB soldered chip fuse
to break, which cannot be replaced on-site.

Mating DIN Rail Power Supply

EKF 352.1.075.24.1

Meanwell NDR-75-24, 75W 24VDC/3.2A
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Product Information ¢ AC100 e DIN Rail Box for Edge Al ¢ NVIDIA Jetson Xavier NX

Ordering Information

For popular AC100 SKUs please contact sales@ekf.de

EKF Elektronik GmbH
Philipp-Reis-Str. 4 (Haus 1)

Lilienthalstr. 2 (Haus 2)
59065 HAMM
Germany

Embedded Blue®

Document No. 9877 e © EKF e 9 April 2021

Phone +49 (0)2381/6890-0
Fax +49 (0)2381/6890-90
Internet www.ekf.com
E-Mail sales@ekf.com




